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Light efficiency:

Light quality: Peak: 465 cd

Power: 20.2W No photo
Color temperature:

, PF: 0.99
3156 K 3 '

Tracking number: n/a

Product name:
TRO708_15W_300mA_WD_WW

Item number:

Date and time:
9/7/2021 11:39:29 AM

Description:

Beam angle 93 40

CIE 1931
x: 0.422
y: 0.390

Spectra Power

Voltage: 120 V
Current: 0.171 A
Frequency: 60 Hz

\_/
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TM30: 91.1 CRI: 94.0 (R1-R8)

92 93 94 94 oy 93 96 9795 94 94 94 04

R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14 R15

CRI R values, only R1-R8 are used to calculate final CRI value Q : .
R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 | R11 [ R12 | R13 | R14 | R15

957 | 96.8 | 945 | 93.9 [ 942 | 941 | 943 | 886 | 73.4 | 89.4 | 928 | 77.9 | 96.3 | 95.8 | 94.3

TM30 C values, 16 binned values out of total of 99 C values
ClL|C2 | C3 | C4|C5 Cé C7 | C8 | C9 | Cl0 [ Cl1 | C12 | C13 [ C14 | C15 | C16

92.8 [ 93.3 | 89.0 | 92.1 [ 92.5 | 94.3 | 93.6 | 96.1 | 93.4 | 85.4 | 84.5 | 89.5 | 93.5 | 89.8 | 91.6 | 87.3

CQS Q values
Ql | @2 | @ | @ | @5 | @6 | Q7 | @8 | Q9 | Q10 | Q11 | Q12 | Q13 | Q14 | Q15
922 | 976 | 84.3 | 838 | 89.1 [ 91.2 | 88.5 | 91.6 | 959 | 91.2 [ 90.4 | 91.3 | 92.9 | 90.9 | 91.1

Color parameters

Color temperature Color rendering Red component Color fidelity Color gamut Color quality Color coordinate Color i Color Color i Color diviation
index scale cie 1931 cie 1931 from black body
CCT CRI CRIR9 TM30 Rf TM30 Rg CQs X y u v Auv
3156 K 94.0 73.4 91.1 101.1 90.1 0.422 0.390 0.247 0.342 -0.0034
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Color Evaluation Sample
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ISO candela diagram
90°
1 10% 31lcd
75° 20% 63 cd
0° —— 30% 94cd
T 40% 126 cd
o | — 0,
45 —_///-— 50% 157 cd
— | 60% 189cd
30°
/ \ \ 70% 220cd
Bl15° 80% 252 cd
(@)
8 \ \ \ 90% 283 cd
o
>[50 \ / / Conditions:
Number of c-planes: 12
-30° 1
%é:/ Candela at center: 315 cd
-45° T
\\__//
_600 I
-75° B
Horizontal angles
ISO lux diagram
115m ; 377.3f
! 3%  94.4mlx
! 10% 0.3151x
69m 226.4f 30% 0.944 Ix
& | 50% 1.57 Ix
46m _\ 150.9f
23m 75.5f
Om of Conditions:
Number of c-planes: 12
~23m j -75.5¢ Lux at center: 3.15 Ix
-46m / -150.9f
-69m | -226.41
Lux distribution on a surface
-92m -301.8f when lamp is mounted at 10
meters from the surface.

Mounting height: 10 meters (33 feet)
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Stablilization
Warmup curve
100%
i 0 o ) ) L
97.4% 10.2% variation in 59 min 55 sec

94.9%

92.3%

89.8%
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\
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5min 11 min
58 sec 57 sec

17min 23 min 29min 35min 41 min 47 min 53 min

56 sec 55sec 54 sec b53sec

Warmup result

52 sec 51sec 50 sec

59 min
48 sec

Warmup time:

59 min 57 sec

Warmup variation -10.3%
Warmup conditions
Stable period: 15 min
Stable change max: 0.5%
Minimum time: 30 min
Color temperature change
CCT start CCT change CCT end
3129 K +27 K 3156 K
Output change
Output start Output change Output end
912 Im -86 Im 826 Im
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